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§ 57.9103 Clearance on adjacent tracks.
Railcars shall not be left on side

tracks unless clearance is provided for
traffic on adjacent tracks.

§ 57.9104 Railroad crossings.
Designated railroad crossings shall

be posted with warning signs or sig-
nals, or shall be guarded when trains
are passing. These crossings shall also
be planked or filled between the rails.

§ 57.9160 Train movement during shift
changes.

During shift changes, the movement
of underground trains carrying rock or
material shall be limited to areas
where the trains do not present a haz-
ard to persons changing shifts.

TRANSPORTATION OF PERSONS AND
MATERIALS

§ 57.9200 Transporting persons.
Persons shall not be transported—
(a) In or on dippers, forks, clam-

shells, or buckets except shaft buckets
during shaft-sinking operations or dur-
ing inspection, maintenance and repair
of shafts.

(b) In beds of mobile equipment or
railcars, unless—

(1) Provisions are made for secure
travel, and

(2) Means are taken to prevent acci-
dental unloading if the equipment is
provided with unloading devices;

(c) On top of loads in mobile equip-
ment;

(d) Outside cabs, equipment opera-
tors’ stations, and beds of mobile
equipment, except when necessary for
maintenance, testing, or training pur-
poses, and provisions are made for se-
cure travel. This provision does not
apply to rail equipment.

(e) Between cars of trains, on the
leading end of trains, on the leading
end of a single railcar, or in other loca-
tions on trains that expose persons to
hazards from train movement.

(1) This paragraph does not apply to
car droppers if they are secured with
safety belts and lines which prevent
them from falling off the work plat-
form.

(2) Brakemen and trainmen are pro-
hibited from riding between cars of
moving trains but may ride on the

leading end of trains or other locations
when necessary to perform their du-
ties;

(f) To and from work areas in over-
crowded mobile equipment;

(g) In mobile equipment with mate-
rials or equipment unless the items are
secured or are small and can be carried
safely by hand without creating a haz-
ard to persons; or

(h) On conveyors unless the convey-
ors are designed to provide for their
safe transportation.

§ 57.9201 Loading, hauling, and un-
loading of equipment or supplies.

Equipment and supplies shall be load-
ed, transported, and unloaded in a
manner which does not create a hazard
to persons from falling or shifting
equipment or supplies.

§ 57.9202 Loading and hauling large
rocks.

Large rocks shall be broken before
loading if they could endanger persons
or affect the stability of mobile equip-
ment. Mobile equipment used for haul-
age of mined material shall be loaded
to minimize spillage where a hazard to
persons could be created.

§ 57.9260 Supplies, materials, and tools
on mantrips.

Supplies, materials, and tools, other
than small items that can be carried by
hand, shall not be transported under-
ground with persons in mantrips.
Mantrips shall be operated independ-
ently of ore or supply trips.

§ 57.9261 Transporting tools and mate-
rials on locomotives.

Tools or materials shall not be car-
ried on top of locomotives underground
except for secured rerailing devices lo-
cated in a manner which does not cre-
ate a hazard to persons.

SAFETY DEVICES, PROVISIONS, AND PRO-
CEDURES FOR ROADWAYS, RAIL-
ROADS, AND LOADING AND DUMPING
SITES

§ 57.9300 Berms or guardrails.

(a) Berms or guardrails shall be pro-
vided and maintained on the banks of
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